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§ 78.47–17 Fire extinguishing system
controls.

(a) The control cabinets or spaces
containing valves or manifolds for the
various fire extinguishing systems
shall be distinctly marked in conspicu-
ous red letters at least 2 inches high—
‘‘STEAM FIRE APPARATUS’’, ‘‘CAR-
BON DIOXIDE FIRE APPARATUS’’,
‘‘FOAM FIRE APPARATUS’’,
‘‘WATER SPRAY FIRE APPARATUS’’,
‘‘MANUAL SPRINKLING SYSTEM’’,
or ‘‘AUTOMATIC SPRINKLING SYS-
TEM’’, as the case may be.

(b) [Reserved]

§ 78.47–20 Fire hose stations.
(a) Each fire hydrant shall be identi-

fied in red letters and figures at least 2
inches high ‘‘FIRE STATION NO 1,’’
‘‘2,’’ ‘‘3,’’ etc. Where the hose is not
stowed in the open or behind glass so
as to be readily seen, this identifica-
tion shall be so placed as to be readily
seen from a distance.

(b) [Reserved]

§ 78.47–23 Supervised patrol stations.
(a) Each supervised patrol clock or

key station shall be numbered.
(b) [Reserved]

§ 78.47–25 Emergency squad equip-
ment.

(a) Lockers or spaces containing
equipment for the use of the emergency
squad shall be marked ‘‘EMERGENCY
SQUAD EQUIPMENT.’’

(b) [Reserved]

§ 78.47–27 Self-contained breathing ap-
paratus.

Lockers or spaces containing self-
contained breathing apparatus shall be
marked ‘‘SELF-CONTAINED BREATH-
ING APPARATUS.’’

[CGD 95–028, 62 FR 51205, Sept. 30, 1997]

§ 78.47–30 Hand portable fire extin-
guishers.

(a) Each hand portable fire extin-
guisher shall be marked with a number
and the location where stowed shall be
marked with a corresponding number
at least 1⁄2 inch high. Where only one
type and size of hand portable fire ex-
tinguisher is carried, the numbering
may be omitted.

(b) [Reserved]

§ 78.47–33 Emergency lights.
(a) All emergency lights shall be

marked with a letter ‘‘E’’ at least 1⁄2
inch high.

(b) [Reserved]

§ 78.47–35 Fire doors.
(a) All doors in main vertical zone

bulkheads or stairway enclosures, ex-
cept from individual rooms such as
staterooms, fan rooms, lockers, etc.,
shall be numbered conspicuously on an
etched plate or equivalent in not less
than 3⁄8 inch letters and figures ‘‘F. S.
D. 1,’’ ‘‘2,’’ ‘‘3,’’ etc. If stenciled or
similar notice is used, the letters and
figures shall be at least 1 inch high.
The number shall be conspicuous with
the door in the open position.

(b) [Reserved]

§ 78.47–37 Watertight doors.
(a) All watertight doors in subdivi-

sion bulkheads shall be numbered con-
spicuously on both sides on an etched
plate or equivalent in not less than 3⁄8
inch letters and figures ‘‘W. T. D. 1,’’
‘‘2,’’ ‘‘3,’’ etc. If a stencilled or similar
notice is used, the letters and figures
shall be at least 1 inch high. If the con-
struction is such that the number can-
not be seen with the door in the open
position, a similar number shall be
placed on the frame or other location
immediately adjacent to the door. All
watertight door remote control sta-
tions shall be marked in the same man-
ner, and in addition, the direction of
operation of the lever or wheel to open
and close the door shall be conspicu-
ously marked.

(b) Class 1 doors fitted in accordance
with the requirements in § 170.255 of
this chapter must additionally be
marked ‘‘RECLOSE AFTER USE.’’

[CGFR 65–50, 30 FR 16955, Dec. 30, 1965, as
amended by CGD 79–023, 48 FR 51008, Nov. 4,
1983]

§ 78.47–38 Valves and closing appli-
ances.

(a) All valves and closing appliances,
or other mechanisms which may be re-
quired to be operated for damage con-
trol purposes in case of emergency
shall be conspicuously marked with
letters at least 1 inch high identifying
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